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To access the software, type http://webcontrol.sleprojects.com in your search engine.

After you enter your Name and Password, press „LOG IN“.

LOGIN PAGE 
On the main page you can see active modules. The application can include all the modules 
or just some of them (it depends on specific settings). Whichever module you might be 
using, you can always access the homepage by clicking on the icon “WEBCONTROL“ in 
the top upper corner.  

HOMEPAGE

LIGHTCONTROL 
It shows real average 

lighting level of all 
luminaire groups (i.e. the 
whole lighting system). 

SCHEDULERS 
It shows the upcoming 

activity. 

ALERTS 
It shows the real status 

of the system. If the 
WebControl application  
detects a malfunctioning 
luminaire or light source, 

it shows Errors.

ENERGY
It shows real energy 
consumption and 

savings of the lighting 
system.            
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LIGHTCONTROL SCHEDULERS

This module allows you to create time schedules. These can 
define the time of scene launch and the groups of luminaires 
which will be affected by the setting. 

In the “SEQUENCE“ you can define the 
repetition of the schedule. If you wish to set 
the days in week when a schedule should 
repeat, select “DAY“. If you wish to use the 
setting once, select “ONCE“ (the setting will 
become active only once, in the defined time 
and date). 

You can assign luminaire groups to specific 
schedules in the „GROUP“ section.
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To add a new schedule, click on “ADD NEW“. You can also name the schedule if you click 
on the “T“ icon (max. 18 characters).  

After you click on “LIGHTCONTROL“, you will see a list of controlled groups with 
level of luminous flux in each group of luminaires.

After you click on “SCHEDULERS“, you will see the full schedule.

After you click on the specific group, you will see a panel with pre-set scenes. 

It controls lighting via pre-set scenes. 

Active scene is highlighted in white.  

Should there be more users logged in at the same time or should the luminaires be controlled 
manually via control panel, the active scene will change synchronically on the screen. The 
scenes, their functions and descriptions will be created by the administrator. 

Creating a schedule



Conditions 
If you need to switch active schedulers off (e.g. during holidays, on special occasions, etc.), 
select the option “CONDITIONS“. 
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If you deactivate just some schedules, the date will turn green. 
If you deactivate all schedules, the date will turn red. 

If you wish to temporarily deactivate a 
schedule, click on the specific date in the calendar. 
The gray colour shows the current date.

Once you select a date, you will see all active 
schedules. Mark the schedules which you wish 
to deactivate on that date and confirm your 
selection. 

After you click on “ACTION“, you can 
select the scene you would like to launch. 

After you click on “TIME“, you can set the 
time when the scene will be launched.

After you click on “DATE“, you can select 
the days of the week or a specific date when 
the scene will be launched. 

After you click on „STATUS“, the schedule 
becomes active or inactive. 

Should you forget to fill in some data, the application will highlight the cell with a red frame. 
You have to complete the data or you won‘t be able to activate the schedule. 



  
In the planning diagram, you can see the schedule of the selected group.

Click on „SELECT THE WEEK“  to open a window in which you can select the week you 
want to view. 

You can choose from max. 7 upcoming weeks. 

Scheduler diagram 

You can visually check the schedule setting  in the section „LIGHTCONTROL“ via planning 
diagram „SCHEDULER DIAGRAM“.
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If you have selected more time schedulers at the same time, go to “CLASSIFICATION“ 
to filter and arrange your own parameters into a synoptic table. You can filter the data 
according to the groups and also repetition settings.

The table can also 
be arranged according to individual groups or time. 

Classification



ALERTS

Lamp failure 
If the system detects a failed light source, the luminaire will be added to the cell 
„LAMP FAILURE“ with a specific date and time. Once the problem is resolved, the 
notification will disappear within several minutes.  

This module shows error notifications

Luminaire lost 
The function of the section „LUMINAIRE LOST“ is similar to „LAMP FAILURE“. You can 
see here a list of luminaires which got lost from the system due to defective electronics 
(driver, ballast), disconnection from the DALI bus, or disruption of the DALI bus, etc. 

System 
In the section „SYSTEM“ you can see the last 50 data entries about system activity and errors. 

5. Activate/deactivate email notifications for specific users by ticking the boxes. 

Email notification
If your system includes active function of email notification, you can define five recipients 
who will receive email notifications with reports. 

1. Click on the “T“ sign. 
2. A new window appears. Fill in your email address and confirm. 

3. Click on the sign “Setup“. 
4. In the editing window, you can choose which information and/or changes will 

be sent to the specific email address. Confirm your selection.  
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ENERGY
To export the data about energy consumption in the excel table, click on „EXPORT“. 
 

On the bottom line, you can tick the option you prefer, be it a daily, weekly, 
monthly, or annually measurement. 

To choose a specific week, month, or year, click on „CHANGE DATE“. 

Actual day is marked with gray and the selected week is marked with green.
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After you select one electrometer, you will see a table with measured amounts of 
consumption in the past day. One column represents one hour. Finished measurements are 
marked in white. Ongoing measurements are marked in blue. Measurements in red have 
been interrupted and could not be finished.

Consumption
It shows the log of daily, weekly, monthly, and annually energy 
consumption of the selected electrometer. 

Click on „ENERGY“ to open the section „CONSUMPTION“. It will show the list of 
electrometers with their respective consumptions. 



ADDITIONAL INFORMATION

• The control system works independently. Only authorised personnel can interfere with 
its functional properties.

• If you restart the control system, its functionality will be restored after 5 minutes.

• In case that the electricity supply is disconnected for more than 168 hours (7 days), the 
system time has to be set by the authorised member of the staff. 

• All time changes and time markers in the programme depend on the system time of the 
application. 

For a safe log out from the application, press “LOGOUT“.

Saving
To see the savings (in %), click on „SAVING“. The value is compared to the maximal 
consumption detected on the meter.  

Select one line of the meter to see more detailed information about savings. 

Functional properties of other buttons are the same as those in the section „CONSUMPTION“. 
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